
OUTDOOR 
WIFI OUTDOOR 
IP CAMERA

info@ener-j.co.ukwww.ener-j.co.uk

SKU Code: SHA5107
EAN Code: 7061253863708

Download 
Our App

YooSee

Features

DC Power Support DC 12V Power adapter

Mobile view Compatible with LiveCloud iOS 
and Android App

PC Compatible with LiveCloud Multi-
window software

Local memory Support 64 G (Max) Micro 
SD card, 24 hours continuous 
recording

Onvif Support Onvif 2.1

Network

Protocol HTTP, UDP, SMTP, FTP, DHCP, 
DNS, NTP, UPnP

Ethernet RJ45 10/100MB self-adaptable 
Ethernet slot

WiFi WIFI 802.11 b/g/n

Lens

Lens type CS GlassLens

Image sensor 1/3CMOS

Pixel 1920×1080P(2.0 megapixel)

Angle of View 90°C

IR-CUT Yes
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Description

An Outdoor IP Camera with motion sensor detection and 
Night Vision, that can be either be used independently or 
attached to our complete Smart Home Security Kit SHA5120. 
Simple to Pair, Easy to Install and Affordable. Give your 
home a complete Security that it deserves.

Specification

• 1080P HD video, two million pixels, and security host 
alarm linkage, Wi-Fi and wired network port.

• Support SD card video file loop storage.
• Support remote download video files.
• Alarm video platform storage.
• Support NVR.
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Audio

Compression format AMR

Built-in microphone Yes

External microphone None

Built-in speaker Yes

External Speaker None

Physical property

Shape material Zinc Alloy

Environment Waterproof outdoor IP65

Operating temperature -5°C~+50°C

Operating humidity 10%~80%RH

Weight 1200g

Accessories Power adapter, manual, 
screws

Night Vision

IR-CUT Auto-switch automatically, 
without color cast

Night vision Ø36 LED lights, IR distance: 10m 

Alarm

Alarm Video motion detection

Alarm notification Cloud Push AlArm, snAPshot And 
short reCord be uPloAded to 
Cloud storAge

Video

Compression format H.264

Frame rate 50Hz: 1~25fps, 60Hz: 1-30fps

Resolution 1920x1080(for NVR), 1280x 
720(for Mobile Phone)

Image adjustment The hue, brightness, contrast, 
saturation and sharpness are 
adjustable

LUX 0.1 LUX/F1.2

WDR Digital WDR

DNR Yes


